Nurit 3020 Credit Card Machines: Specifications 

User interface
- 128 x 64 pixel graphical backlit display
- 20-key ergonometric keypad
- Menu-driven system
- Multi-language font support

Printer 
- Quiet thermal graphic printer 
- 12 lines/second 
- Automatic paper feeder 
- 57 mm (2.25 in.) wide paper 
- 8 dots/mm resolution 

Magnetic stripe card reader 
- Ver tical swipe, bi-directional 
- Tracks 1 & 2 or 2 & 3 

Communication 
- 300 / 1200 / 2400 / up to 14,400 bps FastConnect landline modem 
- Synchronous or asynchronous 
- HDLC 
- TCP/IP 

Processor and memory 
- 32-bit Motorola EC68000 processor 
- 1 to 2MB Flash memory for software 
- 256KB to 2MB battery backed up RAM for user data, including RAM disk, with six month minimum data retention 

Optional features 
- EMV Level 1 Smart Card reader 
- Up to four ISO 7816 contact SAMs 
- Internal PINpad 

Interfaces 
- RS-232 
- External PINpad 
- Telephone and line 

Software 
- Powerful and proven NURIT Operating System (NOS) 
- Easy to use SDK and debugging tools 
- Download of application, parameters and/or NOS over phone or RS-232 
- EMV Level 2 Kernel Library available 
- Same applications run on all Lipman terminals 

Approvals 
- EMV Levels 1 and 2 
- FCC parts 15 and 68 
- TBR 21 
- CE 
- UL/TUV power supply 

Dimensions 
- H 82 mm (3.23 in.) x W 108 mm (4.25 in.) x D 230 mm (9.06 in.) 

Weight 
- 780 g (1.72 lb)
